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6452000918 HANSAELECTRA - Power unit

EAN: 4057304016981
static.hansa.com/6452000918

HANSA Power module is self powering and supporting energy harvesting.
With our new power module there is no need to think about where to hide the power cables or when to change the battery.

This solution is plug and play: Connect the module to the water supply and connect the power cabel to the faucet, and you are

ready to use your faucet for many years.

Key Features

Self powering

Energy Harvesting

Supports 3V products from HANSA

e Health & Care, Accessories
o Self-powered
o Wall mounted

e Anthracite grey

e Litter filter(s)
e Power supply

e Internal thread
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Technical data

Flow properties

Flow-rate at 3 bar

Pressure loss with flow (0.11/s)

Technical properties

Hot water supply
Working pressure
Connection size

Material

Electronic properties

Battery

Regulations

EU Directives

EN standard

Noise class

Protection class

Approvals and Declarations

ABP
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11.4 [/min
0.87 bar

max. +70°C
1-10 bar
G3/8
Composite

LS17500 A Li-SOCI2 Lithium 3.6V

C € Radio Equipment Directive 2014/53/EU , Low Voltage

Directive 2014/35/EU , EMC Directive 2014/30/EU , RoHS
Directive 2011/65/EU

ETSI EN 301 489-1V1.9.2, ETSI EN 300 328 v2.2.2, EN 61000-
6-1:2007, EN 61000-6-3:2007+A1:2011+AC:2012 , EN 60335-
1:2012+A11+A13+A1+A14+A2+A15:2021, Part 19.11.4

1(150 3822)
IP55

PA-IX 062/1

600 kPa
6 bar

500 kPa
5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa
1 bar

Q (I/min)
Q(is)
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Spare parts
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SP6451000918

Name

01 Litter filter

Code
59911684



